
 

COLOUR RANGE

PROPERTY

COMPOSITION

CONSTRUCTION

WEIGHT

WIDTH

NARA 10

75:25

Plain Weave

345 + 5%
gm/m2

205CM

NARA 12

60:40

Plain Weave

510 + 5%
gm/m2

205CM

NARA 16

85:15
POLY / COTTON POLY / COTTON POLY / COTTON

Ripstop Weave

205CM

660 + 5%
gm/m2

SPECIFICATIONS

P O L Y / C O T T O N  C A N V A S  R A N G E
NARA

CHARCOALBLACK OLIVESLATE

Melbourne 
03 8480 0800

Sydney 
02 9832 7000

Adelaide 
08 8277 7733

Perth 
08 9244 4433

Brisbane 
07 3808 7277

Auckland 
09 820 0780

Nara canvas is available in a choice of weights to provide a durable 
and lasting product for a variety of applications, from truck tarps and 
trailer covers, to canopies and swags.

A canvas has to be tough to withstand harsh Australian conditions 
and application requirements. Nara canvas has been formulated to be 
just that and more. Nara canvas is water-proofed, mildew resistant and 
UV stabilised. The poly/cotton blend creates a dimensionally stable 
product strong enough to cope with these demands and the rigours 
of more industrial applications.

WATER PROOF

MILDEW RESISTANT

UV STABILISED

WWW.THESHANNGROUP.COM


